The role of fine sediment in managing catchment scale flood risk [Abstract]

This item was submitted to Loughborough University's Institutional Repository by the/an author.

Citation: TWOHIG, S. and PATTISON, I., 2016. The role of fine sediment in managing catchment scale flood risk. Presented at the European Geosciences Union General Assembly 2016, Vienna, Austria, 17–22nd. April.

Additional Information:

- This is an abstract of a conference paper. It is published by Copernicus GmbH under the Creative Commons Attribution 3.0 Unported Licence (CC BY). Full details of this licence are available at: http://creativecommons.org/licenses/by/3.0

Metadata Record: https://dspace.lboro.ac.uk/2134/24410

Version: Published

Publisher: © The Authors. Published by Copernicus GmbH on behalf of the EGU

Rights: This work is made available according to the conditions of the Creative Commons Attribution 3.0 Unported (CC BY 3.0) licence. Full details of this licence are available at: http://creativecommons.org/licenses/by/3.0/

Please cite the published version.
The role of fine sediment in managing catchment scale flood risk.

Sarah Twohig and Ian Pattison
Loughborough University, School of Civil and Building Engineering, Loughborough, United Kingdom
(s.twohig@lboro.ac.uk)

Increases in sediment delivery to river channels from changes in land use and climate must be accounted for by catchment managers. Recent flooding of the Somerset Levels, UK highlighted the impacts of reduced channel capacity as a result of sedimentation. Sediment entering river systems needs to be carefully managed in order to sustainably mitigate flood risk.

Geomorphological drivers have previously been neglected when proposing methods to reduce flood risk. Understanding the connections between hydrology, geomorphology and engineering is fundamental to predicating sediment transfer within river catchments and thus successfully implementing sustainable flood management.

This study focuses on catchment scale fine sediment delivery, changes to channel capacity and its implications for existing flood defence infrastructure. Furthermore, fine sediment accumulations in river channels have been found to reduce water quality due to the presence of nutrients and heavy metals and degrade spawning and invertebrate habitats. Locating the sources of fine sediment within a catchment will enable catchment managers to target resources effectively at reducing sedimentation in rivers and appraise natural flood alleviation measures.

This study investigates whether changes in channel capacity due to sedimentation influence flood risk of the River Eye catchment, Leicestershire. Using a combination of field, laboratory and modelling methods this study 1) identifies the sources of fine sediment within the catchment, using sediment fingerprinting techniques; 2) quantifies the spatial and temporal changes in channel capacity at a reach scale with a history of flooding in Melton Mowbray, and 3) monitors existing flood defences designed to prevent downstream sedimentation to determine the longevity and success of the sustainable flood defence scheme. These results will be used to predict the long term flood risk to the catchment, using a series of hydraulic inundation scenarios.