Atmospheric plasma jet array in parallel electric and gas flow fields for three-dimensional surface treatment

This item was submitted to Loughborough University's Institutional Repository by the/an author.


Additional Information:

- Copyright 2009 American Institute of Physics. This article may be downloaded for personal use only. Any other use requires prior permission of the authors and the American Institute of Physics. This article appeared in the journal, Applied Physics Letters, and may be found at: http://link.aip.org/link/?APPLAB/94/021501/1

Metadata Record: https://dspace.lboro.ac.uk/2134/5214

Version: Published

Publisher: © American Institute of Physics

Please cite the published version.
This item was submitted to Loughborough’s Institutional Repository (https://dspace.lboro.ac.uk/) by the author and is made available under the following Creative Commons Licence conditions.

![Creative Commons License](https://creativecommons.org/licenses/by-nc-nd/2.5/)

You are free:

- to copy, distribute, display, and perform the work

Under the following conditions:

**Attribution.** You must attribute the work in the manner specified by the author or licensor.

**Noncommercial.** You may not use this work for commercial purposes.

**No Derivative Works.** You may not alter, transform, or build upon this work.

- For any reuse or distribution, you must make clear to others the license terms of this work.
- Any of these conditions can be waived if you get permission from the copyright holder.

Your fair use and other rights are in no way affected by the above.

This is a human-readable summary of the Legal Code (the full license).

[Disclaimer](https://creativecommons.org/licenses/by-nc-nd/2.5/)

For the full text of this licence, please go to:

http://creativecommons.org/licenses/by-nc-nd/2.5/
Atmospheric plasma jet array in parallel electric and gas flow fields for three-dimensional surface treatment

Z. Cao, J. L. Walsh, and M. G. Kong

Department of Electronic and Electrical Engineering, Loughborough University, Leices LE11 3TU, United Kingdom

(Received 19 August 2008; accepted 16 December 2008; published online 13 January 2009)

This letter reports on electrical and optical characteristics of a ten-channel atmospheric pressure glow discharge jet array in parallel electric and gas flow fields. Challenged with complex three-dimensional substrates including surgical tissue forceps and sloped plastic plate of up to 15°, the jet array is shown to achieve excellent jet-to-jet uniformity both in time and in space. Its spatial uniformity is four times better than a comparable single jet when both are used to treat a 15° sloped substrate. These benefits are likely from an effective self-adjustment mechanism among individual jets facilitated by individualized ballast and spatial redistribution of surface charges. © 2009 American Institute of Physics. [DOI: 10.1063/1.3069276]

Enjoying an exponential growth in their applications, atmospheric pressure glow discharge (APGD) jets offer excellent plasma stability in the upstream electrode region while enabling rich reaction chemistry with downstream introduction of reactive gases. Spatial separation of their generation from their application regions is beneficial for APGD jets to achieve better application efficiency than APGD sustained between parallel-plate electrodes. However APGD jets typically cover only a few mm² and as such are too small for large-scale applications such as surface coating, deposition, and cleaning. An obvious solution is to group many APGD jets together to form an array of longer length scale. Indeed, both microhollow cathode discharges and microcavity discharges have been operated in an array. Using a pin-hole configuration, millimeter APGD sources have also been arrayed up to form a 4 × 4 cm² device. A common feature of these APGD arrays is that they are intended for photonics applications for which high electron density of 10¹³–10¹⁶ cm⁻³ is important. This favors small electrode gaps with which to enhance electric field and confine each plasma, and the spatial plasma confinement makes it difficult to use these APGD arrays directly for active downstream chemistry. Similar difficulties are present for dc or micro-wave plasma torch array developed for plasma stealth and plasma-aided ignition, both of which require high electron density and favor spatial confinement of individual plasmas. Improvisation is possible with these APGD arrays by adding a second power supply to drag out confined plasmas to downstream, thus making them more amendable for surface processing applications. However, it is far more desirable to develop APGD jet arrays with one power supply and from a single-jet configuration directly for downstream chemistry. This approach has been shown to be viable, although without addressing several key issues such as spatial and temporal jet-to-jet variation and the role of ballast. In this letter, we report a study of a ten-jet array with its electrical and optical characterization and with its ability to treat three-dimensional (3D) surfaces.

Of many different single-jet configurations, we choose a dielectric tube wrapped with a ring electrode and through which to flow the carrier gas. Each jet may be operated with or without a downstream ground electrode. The electric field is largely in the axial direction and is parallel to the gas flow field, and so each jet is a linear-field device. Figure 1(a) shows the schematic of the ten-jet array housed in an acrylic cassette having each jet compartment constructed in a tubular unit with individual ballast and individual gas feed. Each tubular unit consists of a glass tube of 1.5 mm inner diameter inside a concentric copper tube as the powered electrode, and the entire array device is 3.2 cm in width from the first to the last jet. The flow rate of the helium gas is 4 SLM (SLM stands for standard liters per minute) or 37.7 m/s for each tube, well within the laminar limit. Each ballast has a resistance of 510 kΩ, and the excitation frequency is fixed at 30 kHz. Figures 1(b) and 1(c) are images taken with an Olympus digital camera of the ten-jet APGD array with a screwdriver and a surgical tissue forceps, respectively, as the ground electrode. It is clear that all ten plasma jets are ignited against very different 3D substrates even when different jets in Fig. 1(c) intercept the metallic forceps at very different nozzle-to-forceps distances. This indicates an effective self-adjustment mechanism among individual jets in the array, achieved by individualized ballast.

FIG. 1. (Color online) (a) Schematic of a ten-jet atmospheric plasma array with individual ballasts, (b) its image with a screwdriver as the substrate, and (c) its image with a surgical tissue forceps as the substrate.
and possibly by spatial redistribution of surface charges on the acrylic cassette also. It is worth mentioning that all APGD jets fire only when each jet is individually ballasted. The benefit of individualized ballast is similar to that for other high-pressure discharge arrays.15 The above discussion demonstrates a clear robustness of the APGD array for treating intricate metallic objects.

It is worth noting the sharp contrast between the gradual surface profile of the screwdriver and the convoluted structure of the forceps in Fig. 1, highlighting the considerable potential of the APGD jet array for treating massively 3D substrates. The latter is an important indicator of the APGD potential of the APGD jet array for treating intricately shaped objects.

To demonstrate directly its capability for treating 3D surfaces, the APGD jet array is characterized using a sloped polyvinyl chloride (PVC) plate as a 3D substrate model. Figure 2(a) shows traces of the applied voltage, the total current, and the individual currents flowing through the second and seventh jets, when the PVC plate is sloped at 10° with the shortest and longest nozzle-substrate distances being 1.0 and 1.6 cm, respectively. The individual currents are multiplied by 10 (the number of the jets) to allow for direct comparison to the total current, and they are used as an example of the ten individual currents without compromising the clarity of the jet array configuration for large-scale processing applications.

To demonstrate directly its capability for treating 3D surfaces, the APGD jet array is characterized using a sloped polyvinyl chloride (PVC) plate as a 3D substrate model. Figure 2(a) shows traces of the applied voltage, the total current, and the individual currents flowing through the second and seventh jets, when the PVC plate is sloped at 10° with the shortest and longest nozzle-substrate distances being 1.0 and 1.6 cm, respectively. The individual currents are multiplied by 10 (the number of the jets) to allow for direct comparison to the total current, and they are used as an example of the ten individual currents without compromising the clarity of the jet array configuration for large-scale processing applications.

FIG. 2. (Color online) (a) Time traces of the applied voltage, the total discharge, and two individual jet currents; (b) the total current dependence of the applied voltage. The substrate is a 10° sloped PVC substrate.
The light-isolation device is used to establish the spatial jet-to-jet uniformity of the APGD jet array in comparison to that of a single jet which needs to scan when treating a large surface area. Although an APGD jet array requires much less scanning, possible fabrication variation from one jet to another may affect the uniformity of its treated surface. To compare their difference, we consider a surface-scanning single jet with a stationary jet array. Using the isolation device, the wavelength-integrated light intensity of each of the ten jets in the jet array was measured at their interception point by a sloped PVC substrate, and then compared to those of the single jet as the latter scans across the same substrate points. Results are shown in Fig. 5, with the emission intensity of the jet array in Fig. 5(a) exhibiting a much better spatial jet-to-jet uniformity than that of the single-jet in Fig. 5(b), particularly at substrate slopes above 5°. In the single-jet case, variation in optical intensity across the sampled surface points is seen in Fig. 5(c) to increase from 4.0% at 0° slope to 48% at 15° slope. By contrast, the jet array has much smaller intensity variation from 6% at 0° slope to 12% at 15° slope. This demonstrates an excellent spatial jet-to-jet uniformity of the APGD jet array, a factor of 4 (=48%/12%) better than that of the single jet in the 15° slope case. The jet array covers about ten times more surface area than a single-jet at any given time, and this can be easily translated into a factor of 10 reduction in the processing time.

In summary, electrical and optical characterizations of an APGD jet array have been used to demonstrate its robust temporal and spatial jet-to-jet uniformity against complex 3D substrates. On sloped substrates of 5°–15°, the jet array has consistently better spatial uniformity than its single jet counterpart. These highlight a high-level consistency of the APGD jet array in maintaining its plasma physical and chemical characters when treating vastly 3D objects. This is largely resulted from a self-adjustment mechanism among individual jets facilitated by individualized ballast and possibly also by spatial redistribution of surface charges. The jet array behaves like one integrated plasma with effective internal feedback among individual jets and behaves like a glow discharge with operation regimes resembling the normal and abnormal modes of the glow discharge. The plume length of the APGD jet array is typically above 2 cm in the free-burning mode, similar to that of reported single jets and well suited for treating 3D structures on a large scale.