A computational model for estimating the performance of flat plane low concentration systems

This item was submitted to Loughborough University's Institutional Repository by the/an author.


Additional Information:

- This conference paper was presented at the 19th EUPVSEC and is available from: www.photovoltaic-conference.com

Metadata Record: https://dspace.lboro.ac.uk/2134/6258

Version: Accepted for publication

Publisher: © WIP-Renewable Energies

Please cite the published version.
This item was submitted to Loughborough’s Institutional Repository (https://dspace.lboro.ac.uk/) by the author and is made available under the following Creative Commons Licence conditions.

For the full text of this licence, please go to:
http://creativecommons.org/licenses/by-nc-nd/2.5/
1. INTRODUCTION

The implementation of PV systems is one of the feasible alternatives to meet the energy supply in communities far from the conventional electric grid. Several studies have shown that a flat plane concentrator can produce better electrical behaviour in a PV system, due to the reduction of the effective panel surface needed for the operation of the system. As the cost of a PV system is strongly conditioned by the cost of the PV panels, it can lead to an increase of the PV market. This work describes the computational model developed to represent the concentration pattern over a collector, generated by a flat plane reflector. A useful 3D representation of the system has been programmed to visualize the concentration system. The computational model was developed in Mathematica Programming Language Environment. The simulation tool created shows that Mathematica is a quick and powerful tool to represent the low-concentrating photovoltaic systems.

Keywords: Software, Modelling, Concentrators.

2. MATHEMATICAL MODEL

2.1 Coordinate systems

The path of the ray of light through the reflector-collector system can be fully described by employing three systems of coordinates: The horizontal system (X,Y,Z); the reflector system (X’,Y’,Z’); and the collector system (X”,Y”,Z”).

The horizontal coordinate system is defined as the system that contains the horizontal plane, taking directions South and West as positive directions to X and Y axis respectively. The reflector system contains the horizontal plane, taking parameters that defines the system under study.

2.2 Relations between the horizontal and the collector plane.

The main objective is to find the image that is produced by one ray of light—expressed in horizontal coordinates (X,Y,Z)—over the collector (X”,Y”,Z”), after it has been reflected on the (X’,Y’,Z’) system. This procedure is executed by the following equations system:

\[
X' = X \cos \gamma_c \cos \psi_c + Y \cos \psi_c \sin \gamma_c + Z \sin \psi_c
\]

\[
Y' = -X \sin \gamma_c + Y \cos \gamma_c
\]

\[
Z' = -X \sin \psi_c \sin \gamma_c - Y \sin \psi_c \sin \gamma_c - Z \sin \psi_c
\]

\[
X'' = X' \sin \gamma_c + Y' \sin \gamma_c + Z' \sin \gamma_c
\]

\[
Y'' = Y'
\]

\[
Z'' = -X' \cos \gamma_c + Y' \cos \gamma_c + Z' \cos \gamma_c
\]

An arbitrary ray of light could be expressed in vector form on the horizontal plane as:

\[
\hat{S} = \cos \beta \hat{i} + \sin \beta \hat{j}
\]

where (\(i,j,k\)) are unit vectors in the horizontal coordinates system, and the other parameters are represented in Fig. 1.
By means of the above equation it is possible to find the angle of the incident ray over the reflector “$\theta_R$” and the angle that forms the reflected ray relative to the collector normal “$\theta_c$”:

$$\begin{align*}
\cos \theta_R &= -\cos \gamma \cdot \cos \psi \cdot \sin \theta + \cos \theta \cdot \sin \phi \\
\cos \theta_c &= \cos \gamma \cdot \cos \psi \cdot \sin \theta + \cos \theta \cdot \sin \phi \cdot \cos \phi
\end{align*}$$

where $\gamma = \gamma_S - \gamma_C$ and the rest of the angles are represented in Fig. 1.

$$
\begin{align*}
\cos \theta_R &= -\cos \gamma \cdot \cos \psi \cdot \sin \theta + \cos \theta \cdot \sin \phi \\
\cos \theta_c &= \cos \gamma \cdot \cos \psi \cdot \sin \theta + \cos \theta \cdot \sin \phi \cdot \cos \phi
\end{align*}
$$

Finally, the coordinates of the reflected ray of light and after the reflection are expressed by means of the following equations:

$$
\begin{align*}
Y_c &= X_g \cdot \sin \theta + Y_g \\
Z_c &= X_g \cdot \cos \theta + Z_g
\end{align*}
$$

where $\gamma = \gamma_S - \gamma_C$ and the rest of the angles are represented in Fig. 2. The model outlined considers that the horizontal coordinates of the ray of light, “$\alpha_S$” and “$\gamma_S$”, indicate the direction from where a set of rays will impact the reflector plane.

3. COMPUTATIONAL MODEL

3.1 Program general structure

Due to the availability of resources which allows an easy description of a given physical problem and the representation of its graphical solution, the computational model was developed in Mathematcia programming language. The software generated has been programmed in a flexible style, which leads to an open code application that can be easily modified and generalized to describe other concentrating situations.

This software is organized in three main parts as shown in Fig. 3, in which every part has been classified using a set of Mathematica-structured cells.

The first part is concerned with the theoretical explanations of all the mathematical procedure used. The cells of this part are not executables. Their function is to allow an easy understanding of the procedure followed in the computational model.

The second part is dedicated to the executable programming codes and it is organized in the following subparts: Routines for general support tasks; routines for mathematical model of the concentration; routines for the making of graphics and the simulation of the concentrator systems; and the main routines which facilitate the interaction with the user.

Finally the third part gives an easy access to the main routines of the program, by means of the several prototype examples. Such examples present a brief summary of the syntax of the main functions, and specific cases ready to be executed.

**Figura 3:** General diagram of the Computational model.

The Mathematica allows the combination of text cells with code cells. Therefore, the definition of every routine programmed has been designed considering the following five specification formats, each one in its corresponding cell:

- **Function:** Shows the syntax that must be used to execute the routine.
- **Objective:** Give a brief description of the purpose of the routine.
- **Input parameters:** Describes the types of variables, the range of the possible values and the meaning of the variables within the routine.
- **Output parameters:** Explains the results obtained from the execution of the routines.
- **Routine programming code:** Defines the programming codes of the routines. This is the cell that is executed as part of the computational model.

3.2 Basic input parameters

The values of all input parameters are assigned by means of calls to the main functions. These parameters are organized in two types:

- Those related with the identification of the position of the Sun: Geographical coordinates, and date and time. Date and time are optional parameters. If they are not provided, the program uses the current computer date and time as a default value.
- Those related with reflector-collector system: Dimensions of the reflector and the collector; the
inclination—relative to the horizontal surface—of the reflector and the collector; and the azimuth angle of the entire system.

The above-mentioned types of input parameters are grouped in two lists, one for Sun parameters, and one for system parameters. The optional parameters are presented in green, while the other parameters are presented in red. Before the parameters can be used within a specific routine, several control actions apply to verify their values.

3.3 Code sample

As a sample of the program code, Fig. 4 shows the routine “ArbitraryLightSource3D[{Wc_Real, e_Real}, {Lc_Real, Lc_Real}, {Ic_Real, Ir_Real}, {Ic_Real, a_Real}, {s_Real}].” This routine is designed for the representation, in a three-dimensional system, of the reflector-collector system, and of any arbitrary source light. As shown in Fig. 4, this routine makes use of the several auxiliary routines previously programmed. The input parameters are represented in four lists of variables. The first two describe the dimensions of the reflector-collector system. The third one is dedicated to the tilts and the azimuth of the entire system. Finally, the fourth list establishes the position of the source of light.

3.4 Procedure to execute the simulation tool

This program was designed to allow the execution of the initialization process before the execution of the first routine. The execution of the initialization process thus prepares the proper environment with all the definitions required.

The computational model developed is ready to be used or modified in any level of programming. The general simulation tasks can be accessed specifically through the main routines.

4. RESULTS

4.1 Arbitrary source of light

When working with an arbitrary source of light, this software allows the user to freely locate the position of the source of light. In this case, any given coordinates (azimuth, altitude) is used to calculate the concentration pattern produced by a set of parallel rays on collector, after it is reflected on the reflector plane.

Fig. 5 shows a 3D representation of the reflector-collector system with a source of light located at azimuth of -10° and altitude of 50°. The corresponding images on the collector can be observed in Fig. 6.

The program code used to calculate the above results is:

ArbitraryLightPlanePatterns[{13.3, 1}, {10, 1}, {45, 20, 0}, {-10, 50}, 50]

where the first list represents the reflector-collector dimensions; the second list establishes the tilt angles; the
third list indicates the source of light position; and the final list specifies the amount of rays of light represented on the collector.

4.2 Specific solar Sun position patterns.

In cases where the Sun constitutes the source of light, the program needs primarily the geographical latitude and longitude and, secondarily, the date and the time, in order to identify the sun ray direction. Fig. 7 and Fig. 8 show the 3D system representation and the images on the collector.

![Figure 7: 3D view of the reflector-collector system, the Sun position, and the path of the Sun on a specific day, according to the geographical data provided.](image1)

**Image Patterns on collector**

![Figure 8: Image produced on collector by the Sun, in the case shown in Fig. 7.](image2)

Fig. 7 also shows the path of the Sun during a specific day and at a specific location. The corresponding prototype of the main routine that produces the results of the Fig. 7 and Fig. 8 is:

```
HourlySunLightLightPlanePatterns[{{13.3, 1}, {10, 1}, {45, 20, 0}, {20.96, 89.63}, {10, 0, 0}, 51, 2004] =
```

where each argument represents:

- `{{13.3, 1}, {10, 1}}`: Dimensions of the reflector-collector system.
- `{45,20,0}`: Tilt angles: 45° for the collector, 20° for the reflector and 0° for the azimuth of the entire system.
- `{20.96,89.63}`: Geographical latitude and longitude for Mérida city.
- `{10,0,0}`: Time: hours, minutes and seconds.
- `51`: Day number: February 20.
- `2004`: Year.

The simulation tool created shows that Mathematica is a quick and powerful tool to represent the low-concentrating photovoltaic systems.

Using the routine programmed, future work is planned to calculate and represent the cumulative patterns of the concentration system over a period of time. In addition, other geometrical configurations of the concentrator are considered to be included in the next step of the works presented.

### NOMENCLATURE

- $\alpha_s$: Sun altitude angle over horizontal plane.
- $\gamma_s$: Sun azimuth angle measured from South, in the clockwise direction.
- $\gamma_c$: Collector azimuth angle measured from South in the clockwise direction.
- $\gamma$: ($\gamma_s - \gamma_c$).
- $\theta_{Ir}$: Reflector tilt angle relative to horizontal plane.
- $\theta_{Ic}$: Collector tilt angle relative to horizontal plane.
- $W_c$: Collector width.
- $e$: Rate between the reflector width and the collector width.
- $L_c$: Collector length.
- $\sigma$: Rate between the reflector length and the collector length.
- $\theta_{Ik}$: Incident angle formed by the source of light over the reflector’s surface.
- $\theta_{Ik}$: Incident angle of the reflected ray over the collector.
- $X_R$: Coordinate X’ on the reflector plane.
- $Y_R$: Coordinate Y’ on the reflector plane.
- $Z_c$: Coordinate Z” in the collector plane.
- $Y_c$: Coordinate Y” in the collector plane.

### ACKNOWLEDGEMENTS

This work constitutes a partial result of the internal project FING-04-012 entitled “Study of PV modules under low concentrator system” and has been presented on the 19th European Photovoltaic Solar Energy Conference (June 2004, Paris, France) under financial support of Faculty of Engineering / Autonomous University of Yucatan (UADY).

### REFERENCES